according to the Article 5 Clause 1b) of the Czech Republic Government Decree No. 190/2002 Coll.
that lays down technical requirements for construction products bearing CE marking (attestation of
conformity system 3) and in compliance with the Directive 89/106/EEC of the Council of European
Communities (Construction Products Directive — CPD), amended by the Directive 93/68/EEC of the
Council of European Communities

for the following essential characteristics:
Characteristic yield moment
Durability

given in Annex ZA of the standard

Test results are given in the Report on the initial type testing No. 1020-CPD-010030742 from
20.11.2012 issued by the Technical and Test Institute for Construction Prague.
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ATTESTATION

No. 010-030743

It has been stated that for the construction product;

ADVSPIN — Dowels for timber structures

Types defined by the dimensions:

diameters: lengths:

8 mm 50 to 200 mm, step 10 mm
10 mm 80 to 200 mm, step 10 mm
12 mm 80 to 500 mm, step 10 mm
16 mm 100 to 500 mm, step 10 mm
20 mm 100 to 500 mm, step 10 mm

placed on the market by:

ADVECO s.r.l.
VIA MONTE GUGLIELMO 61

and produced in factory:
VIA MONTE GUGLIELMO 61

Notified Body
Technical and Test Institute for Construction Prague
has performed

initial type-testing of the product

EN 14592: 2008

Deputy Manager of branch 0100 - Praha
the Technic/‘.a and Test Institue for Construction Prague
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